Findynomica

drive and control products

MATERIALS
OGMELLA
BoDY OT 58 - UNI 5705 - NICKEL-PLATED
—
o NEEDLE X 10 CR NI S 1809 - UNI 6900
1
V| OR NITRILE
S~
Al ANTIEXTRUSION RING PTFE
Lo
Q\] KNOB GD AL S1 12 - UNI EN AB 46100
q—
KNOB (MP) ABS
=

EXAMPLE FOR ORDERING

ACCESSORIES BY REQUEST

PANEL

CobDE TYPE VITON SEAL KNOB ABS
RING NUT
BrAass FT 1251/201 38 G v MP
STAINLESS
iy FT 2251/2-01 14 G 5 MP
\
| S}
[
b -
)
i 1 13 g3
\CCERENT L
)
9 H
|
7
— I/\‘i A I
1251 (4] ——f- < U
— 0
N
DIMENSIONS
A WEIGHT
T™VPE  nr'a3s B C D E @BF  @F1 G H L Ocn 532
18 1/8%G 8 40 55 4 22 40 12 M15x1 9,5 15 0,105
14 1/44G 12 46 57 4,5 22 40 11,5  M17x1 11,5 18 0,122
38 386G = 55 69 7 27 50 12,5 M20x1 15 22 0,233
12 1/24G 16 70 82 10 Zi= 70 13  M25x1,5 19 27 0,455

34 3/4“06G 20 91 100 12 38 80 15 M30x1,5 22 34 0,860




Findynomico

drive and control products

DOUBLE-ACTING CONTROL VALVES FEMALE-FEMALE
IN LINE

They allow the regulation of flow in both directions.

Notable from an aesthetical point of view they are built with materials which are
suitable also for applications with fluids different from oil (such as: water, gas
and liquids in general).

As an alternative to FT 257/2 (suitable up to 400 bar) where the working pressu-
re does not exceed 210 bar and where ferrous materials cannot be used.

They have the same characteristics as the FT 257 series:

accurate flow regulation;

efficient metallic sealing;

simple setting of flow rates;

secure against accidental needle withdrawal;

secure needle position with locking screw inserted in the knob;

provision for panel mounting, for which special lock nut (G) is supplied on
request.

For use with pressure up to 210 bar.

On request

e Versions AISI 316 Code FT 2251/2-01
e Viton (V) seals

NPT threads

ABS (mp)Knob

Complete with lock nut (G)

TECHNICAL DATA

TYPE FLoOw s@ MM2 IL\:IQAE);SVL?QEKIBI\L\ER TEM\I-i‘vEDRZﬁ'ILINREE OC FILTRATION GRADE /JM
18 7,07 210 -20%+100° 25
14 12,57 210 -20%+100° 25
38 19,64 210 -20%+100° 25
12 50,27 210 -20%+100° 25
34 78,54 210 -20%+100° 25

FT 1251/2-01
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Findynomico

drive and control products

ASSEMBLY INSTRUCTION

1° LOOSEN SCREW PRESSURE DOWEL (4)

3° REMOVE SCREW (2)

INSERT RING NUT (5), ON REQUEST IT IS SUPPLIED

5°
WITH THE VALVE

(B) PANEL HOLE (4

THICKNESS PANEL

A MAX PANEL HOLE 4B

TYPE VALVE

18 5 16

38 5) 21

34 6 31

PANEL MOUNTING

SERIE FT 12508




Findynomica

drive and control products

MATERIALS
'OGNELLA
- BoODY OT 58 - UNI 5705 - NICKEL PLATED
g NEEDLE X 10 CR NI S 1809 - UNI 6900
QI OR NITRILE
— ANTIEXTRUSION RING PTFE
g KNOB GD AL S1 12 - UNI EN AB 46100
o KNOB (MP) ABS
H
=

EXAMPLE FOR ORDERING

ACCESSORIES ON REQUEST

PANEL

CobDE TYPE VITON SEAL KNOB ABS
RING NUT
BRASS FT 1251/2-02 12 G \4 MP
STAINLESS
e FT 2251/2-02 14 G - MP
L
o i
o) H
P4
—d {t’ At
A T
2t m——t < &
! i}
Y
B1 1 B
G . C
DIMENSIONS
A Al GTH
TYPE UNI338 UNI339 B B1 [ C1 D E w"_ ¢F1 G H L DDH WI?(IE
18 1/8“06 1/8“5GC 8 = 20 24 55 4 22 40 12 M15x1 9,5 15 0,105
14 1/4“06G 1/4“GoC 12 12 23 27 57 4,5 22 40 11,5 M17x1 11,5 18 0,130
38 3/8“6G 3/8“6GC 13 13 27,5 32,5 69 7 27 50 12,5 M20x1 15 22 0,246
12 1/2“06 1/2“6GoC 16 16 35 39,5 82 10 33 70 13 M25x1,5 19 27 0,448

34 3/4“06G 3/4“G0C 20 20 45,5 49,5 100 12 38 80 15 M30x1,5 22 34 0,845




Findynomica

drive and control products

DOUBLE-ACTING CONTROL VALVES MALE-FEMALE
IN LINE

They allow the regulation of flow in both directions.

Notable from an aesthetical point of view they are built with materials, which
are suitable also for applications with fluids different from oil (such as: water, gas
and liquids in general).

As an alternative to FT 257/2 (suitable up to 400 bar) where the working pressu-
re does not exceed 210 bar and where ferrous materials cannot be used.

They have the same characteristics as the FT 257 series:

accurate flow regulation;

efficient metallic sealing;

simple setting of flow rates;

secure against accidental needle withdrawal;

secure needle position with locking screw inserted in the knob;

provision for panel mounting, for which special lock nut (G) is supplied on
request.

For use with pressure up to 210 bar.

On request

e Versions AISI 316 Code FT 2251/2-02
e Viton (V) seals

e NPT threads

e ABS (mp)Knob

e Complete with lock nut (G)

F'T 1251/2-02

TECHNICAL DATA

TYPE FLoOw s@ MM2 |§?QAE);‘.5VLE|IQ§KIBI\L\ER TEM\ILVEDRZI;IUNREE OC FILTRATION GRADE /JM
18 7,07 210 -20%+100° 25
14 12,57 210 -20%+100° 25
38 19,64 210 -20%+100° 25
12 50,27 210 -20%+100° 25
34 78,54 210 -20%+100° 25
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FT 1251/2-02

Findynomico

drive and control products
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Fmd ynamica

drive and control products

ASSEMBLY INSTRUCTION

1° LOOSEN SCREW PRESSURE DOWEL (4)

3° REMOVE SCREW (2)

INSERT RING NUT (5), ON REQUEST IT IS SUPPLIED

5°
WITH THE VALVE

(B) PANEL HOLE (4

THICKNESS PANEL

A MAX PANEL HOLE 4B

TYPE VALVE

18 5 16

38 5) 21

34 6 31

PANEL MOUNTING

SERIE FT 12508




Findynamicc

drive and control products

MATERIALS
Boby 11 S MN PB 30 - UNI EN 10087
NEEDLE 1 C 40 - UNI 8373
OR NITRILE
ANTIEXTRUSION
RINGS Sl
KNDOB GD - AL S1 12 - UNI EN AB 46100
KNOB (MP) ABS
KNOB (RA) GD - AL SI1 12 - UNI EN AB 46100
wf
EXAMPLE FOR ORDERING
5
CoODE TYPE PANNEL VITON SEAL Knos
RING NUT IN PLASTIC
STEEL FT 257/2 18 G \Y% MP
STAINLESS
—— FT 2257/2 38 G = MP
Lot a [
=
MADE 1TALY AY - only fot type 200
S Ao ey’ < (I_]) <
0 N
BAR 400 7 AN
B 8
G
C
DIMENSIONS
A WEIGHT
TYPE UNI 338 B C D E AF AF1 G H cCH s
18 1/876G 8,5 38 59 64 22 40 13,5 M17x1 16 0,110
14 1/476G 12,5 49 71 78 27 50 17 M20x 1 20 0,200
EE 3/876G 12,5 59 84 93 33 70 19,5 M25x1,5 25 0,375
12 1/276 15,5 68 97 107 38 80 21 M30x1,5 30 0,600
= 3/476 17 86 120,5 132,5 47 100 26,5 M40x1,5 40 1,250
100 176 20 105 151,5 167,5 58 120 35 M50x1,5 50 2,550
114 1 1/476G 22 120 156,5 172,5 58 120 35 M50x1,5 55 3,000
112 1 1/276 24 134 167 181 58 120 35 M55x2 65 4,217

200 276 27 150 188 202 108 / 44 M65x2 75 7,300




Findynomico

drive and control products

DOUBLE-ACTING SHUT-OFF

They allow flow control in both directions.

They are equipped with a needle so to obtain:

¢ metallic seal;

¢ flow linearity at the opening;

e accurate control for a wide range of flow rate.

A double reference system made up of a decimal scale on the handle
and of a keyed metal ring with graduated fractional scale and divided
into sectors allows the identification of flow conditions.

A locking screw in the handle ensures stable flow values preventing
accidental adjustments or movements due to vibrations.

A ring nut (G) is used to carry out the panel mounting, on request.

On request

e V\ersions AlSI 316 code FT 2257/2

¢ Viton seals (V)

¢ NPT Threads

ipped with ring nuts (G)

wheel in ABS (mp)

luminium die-cast handwheel (RA)

‘.._
e
N
‘-1-
TECHNICAL DATA
TYPE FLow 2 WORKING MIN. BURSTING WORKING FILTRATION
SECTION CM PRESSURE BAR PRESSURE BAR TEMPERATURE GRADE UM
18 0,12 400 1600 -20°/+100° 25
14 0,19 400 1600 -20°/+100° 25
38 0,39 400 1600 -20°/+100° 25
12 0,68 400 1600 -20°/+100° 25
34 1,13 400 1600 -20°/+100° 25
100 2,09 320 1300 -20°/+100° 25
114 2,09 320 1300 -20°/+100° 25
112 3,14 320 1300 -20°/+100° 25
200 4,91 320 1300 -20°/+100° 25

15




Flnd ynamica |
drive and control products
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PANEL MOUNTING INSTRUCTION
F indynamica

drive and control products

PANEL MOUNTING

TOGNELLA

UNSCREW LOCK SCREW (4)

o

2 REMOVE COVER PLATE (1) N
3° UNSCREW SCREW (2) ID
4° PULL OFF HANDLE (3)
50 INSERT RING NUT (5), ON REQUEST IT IS SUPPLIED N
WITH THE VALVE
=
G
FT 257
i
TYPE VALVE PANEL THICKNESS A MAX BORE FOR PANEL MOUNTING 4B
18 6 18 I~\
14 8 21 ID
38 10 26 N
12 10 31
34 10 41 H
100 10 51 m
114 10 51
112 12 56 m
200 12 66 E
Ga
FT 252 m
TYPE VALVE PANEL THICKNESS A MAX BORE FOR PANEL MOUNTING B
14 5 18
38 5 21
12 5 26

27




-12251/2-01

indynamica

drive and control products

DOUBLE-ACTING
CONTROL VALVES
FEMALE-FEMALE

They allow the regulation of flow in both directions. Notable from an aesthetical
point of view they are built with materials, which are suitable also for applications
with fluids different from oil (such as: air, gas and liquids in general). The working
pressure does not exceed 350 bar.

They have the same characteristics as the FT 2257 series:

e accurate flow regulation;

o efficient metallic sealing;

¢ simple setting of flow rates;

e secure against accidental needle withdrawal;

e secure needle position with locking screw inserted in the knob;

e provision for panel mounting, for which special lock nut (G) is supplied on request.

On request

e NPT threads

e ABS (mp)Knob
Complete with lock nut (G)

example for ordering

AISI 316 stainless steel Code Type Lock nut Plastic
handwheel
Needle X 10 Cr Ni S 1809 - UNI 6900
FT 2251/2-01 12 G mp

Viton
Antiextrusion ring PTFE
Handwheel GD Al Si 12 - UNI 5706
Handwheel (mp) ABS

B -



dimensions

B
C

ﬂ,.‘

YT

S —

1—__—;§r

aCH |

Type  AUNI338 B ¢ D E oF oFl G H L CH  Weight kg
18 1/8"G 8 40 55 4 22 40 12 M15x1 9,5 15 0,105
14 1/4"G 12 46 57 4,5 22 40 11,5 M17x1 11,5 18 0,122
38 3/8"G 13 55 69 7 27 50 12,5 M20x1 15 22 0,233
12 1/2"G 16 70 82 10 33 70 13 M25x1,5 19 27 0,455
34 3/4"G 20 91 100 12 38 80 15 M30x1,5 22 34 0,860
Type Port section Max. working Working ) Filtration
sg. mm pressure bar temperature °C grade pm

18 7,07 350 -20° / +130°C 25
14 12,57 350 -20° / +130°C 25
38 19,64 350 -20° / +130°C 25
12 50,27 350 -20° / +130°C 25
34 78,54 350 -20° / +130°C 25

° °

Flndynomlco o=
drive and control products ; '":"OGNELLAGROUP
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T 2251/2-01-18
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flowrate

KNOB TURNS
2 3 4
Oil 4°E + 50°C
2| 4 6| 8| 10|
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4 6| 8 10 12| 14|
l/min
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CUIvVeS

KNOB TURNS
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// il 4°E + 50°C
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l/min
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indynamic

drive and control products



indynamica

C12251/2-02

DOUBLE-ACTING
CONTROL VALVES
MALE-FEMALE

They allow the regulation of flow in both directions. Notable from an aesthetical point of view they
are built with materials, which are suitable also for applications with fluids different from oil (such as:
air, gas and liquids in general). The working pressure does not exceed 350 bar.

They have the same characteristics as the FT 2257 series:

e accurate flow regulation;

o efficient metallic sealing;

e simple setting of flow rates;

e secure against accidental needle withdrawal;

e secure needle position with locking screw inserted in the knob;

e provision for panel mounting, for which special lock nut (G) is supplied on request.

On request

e NPT threads

¢ ABS (mp)Knob

Complete with lock nut (G)

example forordering

AISI 316 stainless steel Code Type Lock Viton Plastic
nut seal handwheel
X 10 Cr Ni S 1809 - UNI 6900
FT 2251/2-02 14 G - mp

Viton

PTFE
Handwheel GD Al Si 12 - UNI 5706
Handwheel (mp) ABS

-
P

£
I



dimensions

o(CH

Type AUNI338 ALUNI339 B BL C Cl D E OF OFL G H L CH Weight kg
18 1/8"G 1/8"Gc 8 9 20 24 55 4 22 40 12 Mi5x1 95 15 0,105
14 1/4"G 1/4"Gc 12 12 23 27 57 45 22 40 11,5 M17x1 11,5 18 0,130
38 3/8"G 3/8"Gc 13 13 275 325 69 7 27 50 125 M20x1 15 22 0,246
12 1/2"G 1/2"Gc 16 16 35 395 8 10 33 70 13 M25x1,5 19 27 0,448
34 3/4"G 3/4"Gc 20 20 455 495 100 12 38 80 15 M30x1,5 22 34 0,845

technical data

Type e preseure bar temporature ¢ grace um

18 7,07 350 -20°/ +130°C 25

14 12,57 350 -20°/ +130°C 25

38 19,64 350 -20°/ +130°C 25

12 50,27 350 -20°/ +130°C 25

34 78,54 350 -20°/ +130°C 25
e

Findynamico

drive and control products

TOGNELLAGROUP




indynamica

drive and control products

T 2251/2-02-18

e
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flowrate

KNOB TURNS
2 3 4
Oil 4°E + 50°C
2| 4 6| 8| 10|
l/min
KNOB TURNS
2 3 4 5
Ol 4°E + 50°C
4 6| 8 10 12| 14|
l/min
KNOB TURNS
3 4 5 6
Oil 4°E + 50°C
10| 15| 20| 25] 30 35]

Ymin



CUIvVeS

KNOB TURNS
2 3 4 5 6 7 8
// Oil 4°E + 50°C
10) 20| 30| 40| 50) 60| 70
l/min
KNOB TURNS

2 3 4 5 6 7 8 9 10
//32°E + 50°C
ol 20 30 40 50 60 70l 80 90

Ymin

F

indynamic

drive and control products



F12291/2

Findynamica

drive and control products

DOUBLE-ACTING
SHUT-OFF VALVES

They allow flow control in both directions. They are equipped with a needle so to
obtain:

e metallic seal;

¢ flow linearity at the opening;

e accurate control for a wide range of flow rate.

A double reference system made up of a decimal scale on the handle and of a keyed
metal ring with graduated fractional scale and divided into sectors allows the iden-
tification of flow conditions. A locking screw in the handle ensures stable flow values
preventing accidental adjustments or movements due to vibrations. A ring nut (G) is
used to carry out the panel mounting, on request.

On request

e NPT Threads

e Equipped with ring nuts (G)
e Knob in ABS (mp)

Body AISI 316 stainless steel Panel Vliton Plastic
Code e ring seal handwheel

Handwheel GD - Al Si 12 - UNI 5706




A;zéB

Findyncmic

drive and control products|

PF
oF1 (T =)
= L:_-J; )
\NI b
7 d
H
Gl ] tad ol
MADEITAL/_I Y - = N
I L rrasyen” < 3| « | e | only for type
a N m| IL BAR 320
( BAR400 \ i 200
Vi {
B BeN
C C

Tie  AUNI338 B ¢ D E of oA G H CH W‘I’(i;’“‘
18 118"G 85 38 59 64 22 40 135 MI7x1 16 0,110

38 3/8"G 12,5 59 84 93 33 70 19,5 M25x1,5 25 0,375

34 3/4"G 17 86 120,5 1325 47 100 26,5 M40x1,5 40 1,250

14 11/4"G 22 120 156,5 172,5 58 120 35 M50x1,5 55 3,000

200 2"G 27 150 188 202 108 / 44 M65x2 75 7,300

Type Portsection Working Min. burst. Working Filtration
st. eny’ pressure bhar pressure har temp. °C grade pm
18 0,12 400 1600 -20°/+130 °C 25

38 0,39 400 1600 -20°/+130 °C 25

34 1,13 400 1600 -20°/+130 °C 25

14 2,09 320 1300 -20°/+130 °C 25

200 4,91 320 1300 -20°/+130 °C 25

F B

m

TOGNELLAGROUP
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KNOB TURNS
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KNOB TURNS

T TR Findynomic

drive and control products

10,5
Qil 3,2°E + 50°C

201 40l 60| 8ol 100l 120 7140| 7160 180 200

KNOB TURNS

Oil 4°E + 50°C

20l 40l 60l 8ol 7100 120 140] 160 180 200| 220]

Ymin

KNOB TURNS

9
Qil 3,2°E + 50°C

20 40l 60| 8ol 100l 120 7140] 160 180 200

KNOB TURNS

10,5

Qil 3,2°E + 50°C

20 40l 60| 8ol 7100l 7120 7140] 7160| 780 200




Findynomica

drive and control products

MATERIALS

Boby OT 58 - UNI 5705 - NICKEL PLATED
NEEDLE X 10 CR NI S 1809 - UNI 6900
OR NITRILE

ANTIEXTRUSION RING PTFE

KNDB GD AL S1 12 - UNI EN AB 46100

KNOB (MP) ABS

A
<
o\
S~
N
o)
Q\l
Al
=
=

ESEMPIO PER L'ORDINAZIONE

ACCESSORIES ON REQUEST

CobE TYPE PANEL VITON SEAL KNOB ABS
RING NUT
BRASS FT 1252/2-01 38 G A\ MP
STAINLESS v _
STEEL FT 2252/2-01 38 G MP
F
T - }
t L
2 H
: [mmi
- Z) -
I B r{l
r'g i <
———7 E\)
w ‘_T N
j m
T
HL
.o
DIMENSIONS
A WEIGHT
TYPE UNI 338 B c D E AF AF1 G H L D CH KG
18 1/8“06G 8 21 69 4 22 40 12 M1 5x1 9,5 15 0,105
14 1/4“06G 12 25 74 4,5 22 40 11 M1 7x1 11,5 18 0,136
38 3/8“06G 13 29,5 88 7 27 50 12,5 M20x1 15 22 0,248
12 1/2“06 16 36 105 10 33 70 13 M25x1,5 19 27 0,454




indynamica
F drive GX:I control products Aﬁ@i

DOUBLE-ACTING CONTROL VALVES 90° ANGLE .
FEMALE-FEMALE TOGNELLA

They allow the regulation of flow in both directions.

Notable from an aesthetical point of view they are built with materials, which
are suitable also for applications with fluids different from oil (such as: water, gas
and liquids in general).

As an alternative to FT 257/2 (suitable up to 400 bar) where the working pressu-
re does not exceed 210 bar and where ferrous materials cannot be used.

They have the same characteristics as the FT 257 series:

e accurate flow regulation;

efficient metallic sealing;

simple setting of flow rates;

secure against accidental needle withdrawal;

secure needle position with locking screw inserted in the knob;

provision for panel mounting, for which special lock nut (G) is supplied on
request.

For use with pressure up to 210 bar

On request

Viton (V) seals

NPT threads

ABS (mp)Knob

Complete with lock nut (G)
Stainless Steel FT 2252/2-01

F'T 1252/2-01

TECHNICAL DATA

TYPE FLOw s@ MM2 F'lvllqé)ésvﬁ??iKlsr\L\GR TEM\QIEDRZISI'ILINRBE OC FILTRATION GRADE ,LlM
18 7,07 210 -20%+100° 25
14 12,57 210 -20%+100° 25
38 19,64 210 -20%+100° 25
12 50,27 210 -20%+100° 25

245
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KNOB TURNS

2 3 4

FT 1252/2-01-18

Oil 4°E + 50°C

FT 1252/2-01

KNOB TURNS

2 3 4 5

Oil 4°E + 50°C

2 4 6l 8 10 12| 14|

Y/min



Flndynomlca FLOW RATE
drive and control products CURVES
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Findynomico

drive and control products

ASSEMBLY INSTRUCTION

1° LOOSEN SCREW PRESSURE DOWEL (4)

3° REMOVE SCREW (2)

INSERT RING NUT (5), ON REQUEST IT IS SUPPLIED

5°
WITH THE VALVE

(B) PANEL HOLE (4

THICKNESS PANEL

A MAX PANEL HOLE 4B

TYPE VALVE

18 5 16

38 5) 21

34 6 31

PANEL MOUNTING

SERIE FT 12508




Findynomico

drive and control products

MATERIALS
| BobDy 0OT 58 - UNI 5705 NICKEL PLATED
g NEEDLE X 10CR NI S 1809 - UNI 6900
C\I] OR NITRILE
S~
o ANTIEXTRUSION RING PTFE
Lo
o\ KNOB GD AL SI1 12 - UNI EN AB 46100
— KNOB (MP) ABS
=

EXAMPLE FOR ORDERING

ACCESSORIES ON REQUEST

PANEL

CoODE TYPE RING NUT VITON SEAL KNOB ABS
BRASS FT 1252202 12 G v MP
L
A
o
/
DIMENSIONS
A A1l WEIGHT
TYPE | NI339 uNi3sg B! B © ©1 D E ®@F F1 G H L Oen g
18 1/8“Go 1/84G 9 8 21 21 70 4 22 40 12 MI15x1 9,5 15 0,102
14 1/4“Go 17445 12 12 25 25 74 4,5 22 40 11 M17x1 11,5 18 0,132
38 3/8“GC 3/8“G 13 13 29,529,5 88 7 27 50 12,5 M20x1 15 22 0,245

12 1/2“6G0C 1/2“6 16 16 36 36 105 10 33 70 13 M25x1,5 19 27 0,440




indynamica
F drive oX:i control products Aﬁ@!

DOUBLE-ACTING CONTROL VALVES 90° ANGLE
MALE-FEMALE

They allow the regulation of flow in both directions.

Notable from an aesthetical point of view they are built with materials, which
are suitable also for applications with fluids different from oil (such as: water, gas
and liquids in general).

As an alternative to FT 257/2 (suitable up to 400 bar) where the working pressu-
re does not exceed 210 bar and where ferrous materials cannot be used.

They have the same characteristics as the FT 257 series:

accurate flow regulation;

efficient metallic sealing;

simple setting of flow rates;

secure against accidental needle withdrawal;

secure needle position with locking screw inserted in the knob;

provision for panel mounting, for which special lock nut (G) is supplied on
request.

For use with pressure up to 210 bar

On request

e Viton (V) seals

e NPT threads

e ABS (mp)Knob

e Complete with lock nut (G)

F'T 1252/2-02

TECHNICAL DATA

TYPE FLow s@ MM2 Fﬂéésm?qrg(lsisﬂ TEM\I!'VEDRZﬁ'ILINRBE OI:: FILTRATION GRADE ,UM
18 7,07 210 -20%+100° 25
14 12,57 210 -20%+100° 25
38 19,64 210 -20%+100° 25
12 50,27 210 -20%+100° 25
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KNOB TURNS
2 3 4
Oil 4°E + 50°C
2| 4| 6l 8l 10|
Ymin
KNOB TURNS
2 3 4 5
Oil 4°E + 50°C
4 6l 8 10 12| 14|
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25 KNOB TURNS
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KNOB TURNS

60| 70|

20 2 3 4 5
15
10
) Oil 4°E +50°C
5| 10| 15| 20| 25| _
‘min
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ASSEMBLY INSTRUCTION

1° LOOSEN SCREW PRESSURE DOWEL (4)

3° REMOVE SCREW (2)

INSERT RING NUT (5), ON REQUEST IT IS SUPPLIED

5°
WITH THE VALVE

(B) PANEL HOLE (4

THICKNESS PANEL

A MAX PANEL HOLE 4B

TYPE VALVE

18 5 16

38 5) 21

34 6 31

PANEL MOUNTING

SERIE FT 12508
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MATERIALS

BobDYy 11 S MN PB 30 - UNI EN 10087

NEEDLE 1 C 40 - UNI 8373

OR NITRILE

ANTIEXTRUSION RINGS PTFE

KNOB GD-ALSI 12-UNIEN AB 46100
KNOB (MP) ABS

KNOB (RA) GD-ALSI 12 -UNI EN AB 46100

EXAMPLE FOR ORDERING

PANNEL VITON KNOB
CoDE TYPE
RING NUT SEAL IN PLASTIC
STEEL FT 252/2 G
STAINLESS
STEEL FT 2252/2 12 G
e
DIMENSIONS
E aF BF1 G H
4,5 22 40 12 M17x1 11 18 0,125
7 27 50 11,5 M20x1 15 22 0,228

10 33 70 13 M25x%x1,5 19 27 0,418
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90° ANGLE DOUBLE-ACTING SHUT-OFF
CONTROL VALVES

They allow flow control in both directions.

They are equipped with a needle so to obtain:

¢ metallic seal;

¢ flow linearity at the opening;

e accurate control for a wide range of flow rate.

A double reference system made up of a decimal scale

on the handle and of a keyed metal ring with graduated

fracti and divided into sectors allows the identification
ing screw in the handle ensure

g accidental adjustments

tions. A ring nut (G) is used to carry

dwheel (RA)

TECHNICAL DATA

FLow WORKING MIN. BURSTING WORKING FILTRATION GRADE
SECTION DMZ PRESSURE BAR PRESSURE BAR TEMPERATURE |JM
14 12,57 350 1600 -20%+100° 25
38 19,64 350 1600 -20°/+100° 25
12 50,27 350 1600 -20%+100° 25

KT 202/2m

19
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2 3 4
N /// Oil 4°E + 50°C
N 2 4| 6l 8| 10| 12| 14|
LO l/min
[Q\]
— KNOB TURNS
=
2 3 4 5 6
/// Oi| 4°E + 50°C
5] 10l 151 20l 25| 30| 35 .
KNOB TURNS
0o 2 3 4 5
//// Oil 4°E + 50°C
10| 20| 30| 40| 50| 60| 70l

Ymin
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— KNOB TURNS
=
2 3 4 5 6
/// Oi| 4°E + 50°C
5] 10] 15] 20| 25| 30| 35|
lmin
KNOB TURNS
0 2 3 4 5
//// Oil 4°E + 50°C
10] 20) 30| 40) 50| 60| 70|
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PANEL MOUNTING INSTRUCTION

PANEL MOUNTING

TOGNELLA

UNSCREW LOCK SCREW (4)

o

2 REMOVE COVER PLATE (1) N
3° UNSCREW SCREW (2) I_O
4° PULL OFF HANDLE (3)
5° INSERT RING NUT (5), ON REQUEST IT IS SUPPLIED N
WITH THE VALVE
=
G
FT 257
i
TYPE VALVE PANEL THICKNESS A MAX BORE FOR PANEL MOUNTING (4 B
18 6 18 l\
14 8 21 IQ
38 10 26 N
12 10 31
34 10 41 H
100 10 51 m
114 10 51
112 12 56 m
200 12 66 E
£a
FT 252 m
TYPE VALVE PANEL THICKNESS A MAX BORE FOR PANEL MOUNTING (4 B
14 5 18
38 5 21
12 5 26

27
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F.LLI TOGNELLA S.P.A.

PNEUMATIC AND HYDRAULIC COMPONENTS

TOGNELLA

FLOW CONTROL VALVE FT 2252/2-02

90° DOUBLE-ACTING FLOW RATE CONTROL VALVE

A

\|||1_||\|\[|\

Characteristics
TYPE FLOW SECTION WORKING PRESSURE BURSTING PRESSURE WORKING TEMPERATURE FILTRATION
14 12.57 mm? 350 bar 1600 bar -20/+100°C 25 Microns
38 19.64 mm?> 350 bar 1600 bar -20/+100°C 25 Microns
12 50.27 mm? 350 bar 1600 bar -20/+100°C 25 Microns
Description

Double-acting flow rate control valve. Its realization allows a precise metallic sealing, linearity of
fluid in the port, accurate check for a large flow rate range, suitable for panel mounting by a proper
nut on request.

Page 1



F.LLI TOGNELLA S.P.A.

PNEUMATIC AND HYDRAULIC COMPONENTS

TOGNELLA

ORDER CODES
FT 2252/ 2- 02- 14 -MP - To omit for standard handwheel
- MP - plastic handwheel

Valve type
Flow control

Function Size

Double-acting 14-38-12

Connection

01 - Female - Female
02 - Male - Female

TECHNICAL DATA

Flow rate and pressure drop depending

on handwheel turns See graphics

Assembly position In line or panel mounting
Max. working pressure bar 350
Recommended viscosity cSt 10-220
Fluid temperature °C .-20/+ 100
Handwheel handling at max. pressure N/m 5

ISO 19/16 - filtri 25 pm e 25 = 75

Fluid contamination class
(recommended )

Seals Standard FPM
Materials
Body valve Stainless steel 316
Needle regulation group Stainless steel 316
Regulation handwheel Aluminium GD AISi 12 or Plastic
Surface protection Chemical polishing

Findynomico

drive and control products

Page 2



F.LLI TOGNELLA S.P.A.

PNEUMATIC AND HYDRAULIC COMPONENTS

TOGNELLA

90° DOWBLE-ACTING FLOW RATE CONTROL VALVE

of]
of
Lo
o
- 4
— I -
S
s ¥
AN
b
. !
2/
UNI'1339

~J oA ] 8 [ ¢ [ o [ € [6F[6rn] 6 [ oH [ L | ci [ ks
14

1/4"G 12 25 74,5 4,5 22 40 12 |[M17x1] 11 18 0,125
38 3/8'G 13 29,5 88 7 27 50 11,5 [M20x1] 15 22 0,228
12 1/2"G 16 36 105 10 33 70 13 M25x13 19 27 0,418
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TOGNELLA

F.LLI TOGNELLA S.P.A.

PNEUMATIC AND HYDRAULIC COMPONENTS

GRAPHICS

FT 2252/2-14
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